MATTRESS 


BASIC INSTALLATION PROCEDURE 

1) DRIVE ANCHOR, USING PDS8818 DRIVE STEEL UNTIL 
ANCHOR ROD IS ABOVE GRADE ENOUGH TO INSTALL 
GABION MATTRESS, SPREADER AND NUT. 

2) INSTALL MATRESS, SPREADER , WASHER AND HEX NUT. 

3) USE DRILL WITH LS16-15 LOCKING SOCKET TO TURN NUT 
UNTIL ANCHOR ROD HAS BEEN DRAWN BACK 6” OR 

A TORQUE OF 5 FT-LBS (60 INCH-LBS) IS ACHIEVED 
THIS RESULTS IN A CLAMPING LOAD 
OF APPROXIMATELY 500 LBS. 

REQUIRED INSTALLATION TOOLS 


3” X 3” X 1/4” 

X 24” STEEL ANGLE 
SPREADER WITH 9/16” 
HOLE CENTERED 
FOR ANCHOR ROD 


COMMONLY AVAILABLE TOOLS SUPPLIED BY CONTRACTOR: 

65 LB PNEUMATIC PAVEMENT BREAKER WITH 1 1/8” X 6” CHUCK 

1/2” PNEUMATIC DRILL 

COMPRESSOR, HOSES AND FITTINGS FOR BREAKER AND DRILL 
SAWSALL WITH METAL CUTTING BLADE, OR 1/2” BOLT CUTTERS 


SPECIFIC TOOLS AVAILABLE FROM FORESIGHT PRODUCTS 
PDS8818 DRIVE STEEL FOR MR88 ANCHOR 
(FORESIGHT #50220) 


LSI6 — 15 LOCKING SOCKET 
(FORESIGHT #50202) 


MANTA RAY MR88-RA1 ASSEMBLY 



2” - 3" 

SCH 40 PIPE 
WITH 9/16” 
HOLE FOR 
ANCHOR ROD 


ALTERNATE ATTACHMENT 


INCLUDES: ANCHOR WITH 3 FT. STEEL THREADED ANCHOR ROD, 
WASHER AND NUT. ALL COMPONENTS ZINC COATED 
FOR CORROSION RESISTANCE. 

ULTIMATE STRENGTH OF ANCHOR : 10000 LBS. 

EXPECTED HOLDING CAPACITY : 3000 - 4000 LBS 
CAUTION: HOLDING CAPACITY IS SOIL DEPENDANT] 
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